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PHASING NOTES: ;
) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

PRE-EMPT 1

PRE-EMPT 2
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SPECIAL NOTE

INTC HANDHOLE.

1. INSTALL HANDHDLE WITH LONG DIMENSION PERPENDICULAR TO TRAVEL
WAY FOR INSTALLATION OF NON—INVASIVE PROBES.
MINIMUM OF 2 IN. AND A MAXIMUM OF 3 IN.
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- TOD NO:AX139-06
GENERAL ENOTES SHA NO:DO369A51/C51
| VIDEO CAMERA LOCATION / ALIGNING SHALL BE COORDINATED LS S0 MD 750/BUCKTOWN RD
CONSTRUCTION DETAILS WITH THE SHA ENGINEER.
A. USE EXISTING BASE MOUNTED CABINET AND CONTROLLER. (NOTE: SHA FORCES SHALL THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE STATE OF MARYLAND
RETROFIT CONTROLLER EQUIPMENT TO OPERATE VIDEQC DETECTION EQUIPMENT) RETROFITTING OF THE CONTROLLER EQUIPMENT IN ORDER TO DEPARTMENT OF TRANSPORTATION
E' 325 E§%§¥§mg ggﬁggégé | OPERATE VIDEO DETECTION EQUIPMENT. STATE HIGHWAY ADMINISTRATION
D. USE EXISTING STEEL SPAN WIRE. INSTALL SIGNAL HEADS AS SHOWN. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING AT ORI DEioN DVSION
E. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - BORED.. ALL SIGNAL CABLE TO THE APPROPRIATE TERMINALS AND
F. USE EXISTING STEEL STRAIN POLE. | PROPERLY LABEL EACH CABLE. US 50-AND MD 750 /Bucktown Road
G. USE EXISTING STEEL STRAIN POLE. INSTALL VIDEO DETECTION CAMERA MOUNTED ON LIGHTING |
BRACKET ARM AS SHOWN. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
J. KBANDON EXISTING LOOP DETEGTOR.  DISCONNECT AND REMO ! £S FROM ' -
. : A MOVE LOOP DETECTOR CABL |
p—— CONDUITS, HANDHOLES. SIGNAL STRUCTURES AND CONTROLLER. | APPAOVALS e SIGNALIZATION PLAN SHEET
EXISTING L. INSTALL HANDHOLE . : < CONTRACT NO. AX1395185 12/3/08
4 M. REMOVE EXISTING HANDHOLE. TEAW, LEADER N _ 7 R,
LEGEND OF UNDERGROUND | N. USE EXISTING STEEL STRAIN POLE. INSTALL VIDEQ DETECTION CAMERAS MOUNTED ON LIGHTING O I oerecior Loor & 7='25] pEsieneD BY DS COUNTY DORCHESTER
AND OVERHEAD UTILITIES BRACKET AS SHOWN. ST OV GHiEF MNP ROADWAY CONSTRCTION PROJECT DRAWN BY EDK LOGMILE
AERAL CABLE —— 4 —4 0. INSTALL 3 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT — TRENCHED. TS T e [T T coecken ey TIMS NO 1040
ELECTRIC S P. INSTALL HANDHOLE ON TOP OF EXISTING CONDUIT HEADING EAST. CUT AND REMOVE APPROXIMATELY X< A TLLLCH W S — '
CAS o—= 3 FT. LENGTH OF EXISTING CONDUIT AND INSTALL HANDHOLE. INSTALL AND COUPLE 1 FT. +/— SECTION LSS \\\ SHA # AW576-501-085 { FAPNO. TOD NO
SEWER s—s OF 3 IN. SCHEDULE 80, PVC ELECTRICAL CONDUIT TO EXISTING CONDUIT HEADING WEST LEAVING 6 IN. “ 10-93
CABLE TV TN——Tv PROTRUDING INSUDE HANDHOLE. A , < ncs | | ] [ TS NO. 2497 DRAWING SG-1 OF 2 SHEET NO. 1 OF 2
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